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Part 1 
Installation 

1. The ceiling must can bear at least 40kgs weight, and the 
thickness of the ceiling must be � 30MM, see pic 2, drill 
1*170mm round hole in the ceiling. 

2. According to the hanging board, drill 12 holes in the ceiling, see 
pic 2, 12pcs of ST6*40mm big flat screws will be used to fix the 
hanging board on the ceiling, and then 8pcs of M4*10 screws 
and M4 nut with gasket will be used to connect the angle iron 
into the hanging board, see pic 1, calculated the length of the 
angle iron, and 16pcs M4*10 big flat screws and M4 nut with 
gasket will be used to connect the angle iron and another angle 
iron ( the overlap length of angle iron cannot be less than 
100MM) 

3. Let the one side of the extensible pipe go outside through the 
hole of 170MM, see pic 3.  

4. 4pcs ST4*8 big flat screws will be used to connect the internal 
chimney into the hanging board, then put one the external 
chimney, two hooks will be used to put up the external chimney 
in order to the next installation, see pic 4. 

5. 4pcs ST4*8 big flat screws will be used to install the outlet, see 
pic 5. 

6. Adjust the 4 glass screws to check whether the glass and the 
cooker hood body connected well and fixed, see pic 6. 

7. Hold up the hood, 16pcs M4*10 big flat screws will be used to 
connect the hood body into angle iron, see pic 7. 

8. Put the extensible pipe on the outlet; after ensure all the things 
ok, put down the hook, take from the external chimney, all the 
installation is finished, see pic 9. 
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(4) NOTICE OF INSTALLATION 
 
1. Before installation, please ensure the area is clean to avoid 

suction of the remaining bits of broken wood and dust. 
2. It cannot share the same air ventilation tube with other 

appliance such as gas tube, warmer tube, and hot wind tube. 
3. The bending of ventilation tube should be£ 120� , parallel or 

above the start point and should be connected to the external 
wall. 

4. After installation, make sure that the extractor is level to avoid 
grease collection at one end. 

      
 

 (5) SAFETY WARNING 
····  Never let the children operate the machine 
····  The cooker hood is for home use only, not suitable for 

barbecue, Roast shop and other commercial purpose. 
····  Please ask the technical person to do the assembling. 
····  The cooker hood and its filter mesh should be clean regularly 

in order to keep in good working order. 
····  Before cleaning, please switch the power off at the main 

supply. 
····  Clean the cooker hood according to the instruction manual and 

keep the cooker hood from the danger of burning. 
····  If there is any fault with the appliance, please call the service 

department to arrange a service engineer.  
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Part 2 

Veneto Island Mound Range Hoods 
Parts & Installation Guide 

 

1. Parts 
 

 
* Click this picture for lager one. 

 

 
* Click this picture for lager one. 

1. 6 inch Duct 
2. Extension Length 4 PCS 
3. Lower Support Frame 
4. Upper Support Frame 
5. Upper Chimney 
6. Lower Chimney  

 

 

 

 



2. Installation 

 

Step 1. Upper Support Frame Set Up 

* Click this picture for lager one. 

 

1. Install Wall Expansions (4 pieces) to 
your ceiling  
2. Hang the upper frame to the ceiling.  
3. Tighten Wall Expansions. 
4. See the order of Wall Expansion parts 
(see the photo.)  
* Black hole of the Upper Support Frame 
is a duct from the ceiling. 

 

 

Step 2. Main Body and Lower Support Frame set up 

 

 

* Attach 2 Air flappers on top of the range hood main body 

 



 
* Click this picture for lager one. 

1. Put the Lower Support Frame on the range hood main body. 
2. Put 4 M6*16mm Screws into the holes (4 holes. front side and back side each have 2 holes) 
3. Detach the grease filter from the range hood main body. 
4. Find 4 screws from #4 and tighten them with nuts. 
5. Slide in the Lower Chimney to the main body. 
6. Mount 4 Extension Lengths to the Low Support Frame with 8 pcs of M4*12mm screws, each extension should 
be supported by 2 screws. When you tighten extensions use the lowest holes of each extension.  
 

 



Step 3. VENETO Island mount DI model glass set up 

* Click this picture for lager one. 

1.  After the Lower Frame is mounted  
2. Take out 4 screws from the main 

body for glass installation 
3.  Put the glass on the main body 
4. Tighten 4 screws on the main body 

* This step is only for Veneto Island 
mount DI model.  

 

 

Step 4 . Complete installation 

 



1. Slide in the Upper Chimney into the 4 Extension mounted to the main body. 
2.  Use 8pcs M4*12mm screws to the Upper Chimney to the main body to the extension. Each extension 

should be supported by 2 screws.  
3. Mount the upper chimney to upper frame by using 2 screws which are enclosed with air flappers. 
4. Attach the grease cup in to the main body.  
5. Peel the films from the chimneys' surfaces. 

 
 

We value our customers and encourage you to call our customer service number at 1-888-234-7007 if 
you need assistance. We stand by our products, and have an in house warranty and technical support 
department for your convenience. 


